
Date: 4Q2025                                                      Description Document - Test Specification Abbreviation Transponder/Tag Reader
RFID Tolling Scope: 850-OA-MPD-Tolling

Reader in Single-protocol Operational State: Open-Road Tolling:  RFID-SPD R2.0 (TDM, 6B80K or 6C) RFID-SPD-### √ (Single-Protocl)
Reader in Multi-protocol Operational State: Open-Road Tolling:  RFID-MPD R1.0 RFID-MPD √
Transponder/Tag in Single-Protocol Operational State: Open-Road Tolling: TDM or 6B-80K or 6C - RFID - SPD R2.0 RFID-SPD-### √
Transponder/Tag in Multi-Protocol Operational State: Open-Road Tolling: TDM or 6B-80K or 6C - RFID - MPD R1.0 RFID-MPD-### √

Bench Conformance - TDM 800v2.0-OA-TSS&TP-CONF-TDM, 800v2.0-Conf-TDM Protocol Dependent √
Bench Conformance - 6B-80K (SeGo) 801v2.0-OA-TSS&TP-CONF-ISO6B80K 801v2.0-Conf-6B80K Protocol Dependent √
Bench Conformance - 6C 802v2.0-OA-TSS&TP-CONF-ISO6C 802v2.0-Conf-6C Protocol Dependent √
Environmental (Interior / Exterior) 810v3.0-OA-TSS&TP-ENV-Devices 810v3.0-ENV √ √
Bench Tag Parameter Performance (Anechioc Chamber) 820v3.0-OA-TSS&TP-TPP 820v3.0-TPP √ (Tags)
Bench Tag Programming / Fullfillment Verification (Agency Samples) 825draft-OA-TSS&TP-Prog-Fulfil-Device 825v#.0-Prog-FulFil N/A (Tags)
Bench Interoperability 830v3.0-OA-TSS&TP-InOp-Devices 830v2.0-InOp √ √
Field Overhead Gantry:  Single-Protocol 840v2.0-OA-TSS&TP-Gantry-SPD 840v2.0-Gantry-SPD √ √
Field Overhead Gantry:  Multi-Protocol 841v2.0-OA-TSS&TP-Gantry-MPD 841v2.0-Gantry-MPD 841 or 841A 841 or 841A
Field Overhead Gantry:  Plus Multi-Protocol Edge Cases 841Av2.0-OA-TSS&TP-Gantry-MPD 841Av2.0-Gantry-MPD E-ZPass E-ZPass
Field Plaza Testing 843v2.0-OA-TSS&TP-Plaza-MPD 843v1.0-Plaza-MPD Optional
Test Plan - Consolidated Test Spec Overview  with Template (850A) 850v2.0-OA-TSS&TP-Tolling-SPD-MPD-TestPlan (Duration - 6 months) 850v2.0-TestPlan Initiate Testing Initiate Testing


